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FUTURE COMMERCIAL — 200A 3¢, 4W 1ST FLOOR, OFFICE-2ND RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL RESIDENTIAL
= CP1, CP2, CP3, CP4, CP5 & CP6 GARAGE FLR 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A. 125A.
2ND, 3RD & 4TH 100A 100A 120/208V  120/208V  120/208V  120/208V  120/208V 120/208V  120/208V 120/208V  120/208V  120/208V 120/208V 120/208V 120/208V 120/208V  120/208Y 120/208V  120/208V 120/208V 120/208V 120/208V 120/208V 120/208V 120/208V  120/208V 120/208Y 120/208V  120/208V 120/208V 120/208V  120/208V
ELEVATOR  FLOOR & STAIRS 120/208v  120/208V 26, 3W. 28, 3W. 28, 3W. 28, 3W. 26, 3W. 26, 3W. 20, 3W. 20, 3W. 28, 3W. 26, 3W. 28, 3W. 26, 3W. 26, 3W. 26, 3W.  2¢, 3W.  2¢, 3W. 26, 3W. 26, 3W. 26, 3W. 26, 3W. 26, 3W. 26, 3W. 26, 3W. 26, 3W. 28, 3W. 28, 3W. 28, 3W. 28, 3W. 28, 3W. 24, 3W.
120/208V  100A 3g, 4W. 28, 3W.
39, 4W. 120/208V
39, 4W.
NTS
DIAGRAM NOTES:
@ VERIFY INTERRUPTING RATING WITH PG&E. LIGHTING FIXTURE SCHEDULE |
TYPE MANUFACTURER & DESCRIPTION |  LAwWP WATTS | MOUNT REMARKS LEGEND
@ 3/4” X 10'-0" COPPER CLAD GROUND ROD, SEE NOTE #8 A VR4 STEEL BACK PLATE 42w 42 CEILING  VERIFY CLEARANCE AT ADA
ON ELECTRICAL GENERAL SPECIFICATIONS ON THIS DRAWING. MODEL: VR4 TRT. TRIPLE PARKING PATH AND SPACES
" " — CEILING MOUNT LIGHT FIXTURE
MINIMUM INTERRUPTING CAPACITY OF THE MAIN BREAKER AT THE INDIVIDUAL 12" 8Q x S 172" HIGH TUBE&'SMP
PANELS SHALL NOT BE LESS THAN 42 KA RMS SYMMETRICAL @
CEILING SUSPENDED LIGHT FIXTURE
B LOW PROFILE WRAP AROUND 17W 34 CLG/WALL
WIRING SCHEDULE MODEL: 2LB 2-T8 O CEILING RECESSED LIGHT FIXTURE
FLUORESC
» WALL MOUNT LIGHT FIXTURE
@ gog 506(6392\/86) U/G RISERS W/ 8-1,000 MCM PER PHASE + 8 #350 MCM NEUTRAL + 8 #4/0 GRD. (PER PG&E B TERWOPASTIC ENERGENGY LGHT 55 a4 08 SURFACE @
' MODEL: ELM2 Wi%?{i?gﬁm D WALL MOUNT LIGHT FIXTURE
@ 12”6 CONDUIT W/ 3-#2/0 THHN CU + #8 GROUND TANPS
E 4 LONG FLUORESCENT LIGHT FIXTURES
., CEILING/WALL MOUNT
2”8 PVC U/G CONDUIT W/ 3-#3/0 THHN CU + 1-#4 GROUND D SURE-LITES-PLXSERIES 2-F5TT 10 CLG/WALL
MODEL: PL¥6200-RP FLUORESC. o
2”6 PVC U/G CONDUIT W/ 4-#3/0 THHN CU + 1- #4 GROUND STANDARD STEEL EXIT LIGHT WITH 120V. o 2 X 4 2-TUBE, T-BAR LAY—=IN LIGHT FIXTURE
SEALED LEAD CLCIUM BATTERY AND
CHARGER, RED LETTERS;
@ 2"¢ CONDUIT W/ 4-#3/0 THHN CU + 1- #8 GROUND ’ ’
POWER INDICATOR @ SOLLARD. LIGKT
3" CONDUIT / 4-#300 MCM CU, THHN + 4-#2 GRD. CU F  LUGAMO SQUARE 26 W %5 WALL
MODEL: 15490 FLUORESC H EMERGENCY PACK LIGHT WITH BATTERY, BATTERY
ELECTRICAL GENERAL SPECIFICATIONS CHARCER AND TEST BUTTON.
J MUSHROOM - FLUSH MOUNTING (1) 26W CEILING
MODEL: 10975 R4 WH COMPACT (DTT) 26 SURFACE — UNDER—COUNTER FLUORESCENT LIGHT FIXTURE
1. ALL WORK, MATERIALS AND EQUIPMENT SHALL BE PROVIDED AND INSTALLED IN CONFORMANCE WITH THE LATEST
NATIONAL ELECTRIC CODE AS ADOPTED AND ENFORCED BY THE CITY OF OAKLAND, AND OTHER AUTHORITIES K LIGHTPUFF 4-T8 68 CEILING @ CEILING MOUNT EXHAUST FAN —120V.
HAVING JURISDICTION OVER THIS PROJECT. PROVIDE A COMPLETE ELECTRICAL SYSTEM, WITH ALL PANELS, OVER MODEL: 10641 FLOURSEC. SURFACE
CURRENT AND SHORT CIRCUIT PROTECTION DEVICES, CONDUITS, CONDUCTORS, RECEPTACLES, LIGHTING FIXTURES, 16-5/8"X51-1/2" 120V LUNETION. BOX
EQUIPMENT, WIRING DEVICES, GROUNDING MATERIAL AND DISCONNECTS AS SHOWN, OR DEVICES NOT SHOWN ON LINEAR FLUSH MOUNTING @)
DRAWINGS BUT REQUIRED BY CODES TO COMPLETE THE SYSTEM AND TO PROVIDE A COMPLETE ELECTRICAL
INSTALLATION FOR THE FACILITY.
- fn%lbuehﬂ-avltcm 332-EB8-120 3-T8 103 CEILING AUDIO/VISUAL FIRE ALARM DEVICE
2. ALL MATERIALS SHALL BE NEW, OF U.L. LISTED AND INSTALLED IN A MANNER CONSISTENT WITH THE STANDARD T T ORESE STREACE
PRACTICES IN THE ELECTRICAL INDUSTRY AS DIRECTED IN "THE STANDARDS OF INSTALLATION” PUBLISHED BY LIGHT FDCTURE WITH ACRYLIC LENS AND 1207, - LCHT SWiTeH
THE ELECTRICAL CONTRACTORS ASSOCIATION. '
ELECTRONIC BALLAST
2. ALL EQUIPMENT SHALL BE NEW AND LABELED BY A NATIONALLY RECOGNIZED TESTING LABORATORY AND SHALL s THREE WAY LIGHT SWITCH
BE INSTALLED AS PER THE LISTING OR LABELING. EQUIPMENT SHALL HAVE DISCONNECT DEVICES AND BE N WYV -WYOMING VANITY 3-18W 72 WALL
GROUNDED AND BONDED IN CONFORMANCE WITH N.E.C. REQUIREMENTS. MODEL: WYV318REC CFQ 4 PIN . SUPLEYX OUTLET
COLD RIVER RUST
4. ALL RECEPTACLES SHALL BE THE GROUNDED TYPE 120V.-20A. WITH COVER PLATE.  COLOR AS SELECTED BY
THE OWNER, MOUNT AT +18” UNLESS OTHERWISE NOTED. PROVIDE GFI AND ARC FAULT INTERRUPTING (AFIR) O BROAN srel or on S Q%EEENXD %TULLETT‘NWTWEHRRUPTER
AND WEATHER PROOF RECEPTACLES WHERE INDICATED AND REQUIRED PER CODE. ODEL 6] T 350 CELING
5. ALL JUNCTION BOXES (JB), PULL BOXES (PB), CONDUITS OR FLEX TO MOTOR TERMINALS, ARE NOT SHOWN, INFRARATED BULB HEATER 1-250W 250 CEILING o WEATHER PROOF DUPLEX OUTLET
CONTRACTOR SHALL PROVIDE SUCH DEVICES AS REQUIRED BY CODE AND AS DICTATED BY FIELD CONDITIONS. CORROSION RESISTANT STEEL HOUSING BR40 WP
WITH ADJUSTABLE MOUNTING BRACKETS 120V. SOUBLE DUPLEX OUTLET
6.  LIGHT SWITCHES SHALL BE MOUNTED WITH A MINIMUM C/L OF 36” AND MAX. C/L OF 42” FROM FINISHED @t
FLOOR. P PANORAMA LITE SOURCE 1-30W 30 CEILING - o8 VoL OUTLLT
7. ALL WIRES TO BE THHN/THWN COPPER 90° TEMP. RISE. MINIMUM SIZE SHALL BE #12 AWG. FOR 20 AMP. MODEL: LS-5325-WHT FLUORESC 208v
CIRCUITS AND #14 FOR 15 AMP. CIRCUITS. R MINKA LAVERY 1AW 13 CEILING v TELEPHONE OUTLET CITY APPROVAL STAMP
8. BOND GROUND RODS TO COLD WATER METALLIC PIPE WITH 1 #6 BARE COPPER BONDING CONDUCTOR. MODEL: 13392 FLUORESC
% DIGITAL SUBSCRIBER LINE — FOR INTERNET CONNECTION
9.  PROVIDE NEMA 1 ENCLOSURE, FUSIBLE DISCONNECT SWITCH FOR ELEVATOR EQUIPMENT. VERIFY FUSE RATING U CFL 1-32W COMPACT 32 WALL PROVIDE JACK FOR READY CONNECTION
WITH ELEVATOR EQUIPMENT SUPPLIER. MODEL: CFL WITH REFLECTOR FLUORESC. @ CABLE TV OUTLET — (CABLE BY OTHERS)
10. ALL INDOOR ELECTRICAL ENCLOSURES SHALL BE RATED NEMA 1 ENCLOSURE. ALL BREAKERS SHALL BE BOLT 120V. PROVIDE JACK FOR READY CONNECTION
ON TYPE WITH MINIMUM INTERRUPTING RATING AS INDICATED ON DRAWINGS. B S SMOKE DETECTOR 120V.
11, THE ELECTRICAL CONTRACTOR IS RESPONSIBLE FOR THE IDENTIFICATION AND LABELING OF ALL CIRCUIT BREAKERS. " "™ ELECTRICAL WIRING

ALL PANELS SHALL BE PROVIDED WITH A TYPEWRITTEN CIRCUIT DIRECTORY.

12. COORDINATE ALL ELECTRICAL INSTALLATION WORK WITH THE OTHER TRADES TO ENSURE MINIMUM INTERRUPTION
VERIFY THE LOCATION OF ALL ELECTRICAL EQUIPMENT FOR
VERIFY ALL CONDUIT STUB—UP AND FLOOR BOX LOCATIONS.

AND INTEGRITY OF THE OVERALL CONSTRUCTION.
THIS CONTRACT PRIOR TO INSTALLATION.

13.  LIGHTING FIXTURES SHALL BE IN CONFORMANCE WITH CEC ENERGY CONSERVATION REGULATIONS.

14. PROVIDE POWER TO ALL FIRE SMOKE DAMPERS AT VARIOUS LOCATIONS AS REQUIRED.

15.  CIRCUIT BREAKERS IN DISTRIBUTION PANELS SHALL HAVE APPROPRIATE INTERRUPTING RATING REQUIRED.

16. UNCONDITIONALLY GUARANTEE THE WORK, MATERIAL AND EQUIPMENT FOR A PERIOD OF ONE YEAR FROM THE

DATE OF ACCEPTANCE BY THE OWNER.

/20 LIGHTING FIXTURE SCHEDULE

N

HOUSE PANEL

ELECTRICAL METER

EXHAUST FAN MOTOR

DISCONNECT SWITCH
PER CODE REQUIREMENTS

Lic. #B697981

ENGINEERING CONSULTANT * MECH.*ELECT.

GENERAL CONTRACTOR

ENGINEERING

P a)
) &

INDUSTRIAL e COMMERCIAL o RESIDENTIAL

4070 Nelson Avenue, Suite C

FAX #(925)609-1661

94520

California

TEL. #(925>609-1660
EMAIL: ACCENGGeAOL.COM

Concord,

FOR BUILDING PERMIT
09,/29,/2005

CLIENT:

THEOPHANOUS FAMILY

Fax:(925)284-9745

75 SILVERWOOD DR LAFAYETTE, CA 94549

TEL:(925)284-2822
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9,/29,/2005
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